
     PARK STANDARD DETAILS

SYNTHETIC SAFETY SURFACING

TRANSITION TO LOOSE  FILL

1 OF 1 PSD SS-3  03/02/2011RERAM1 1/2" = 1'-0"PSD SS-3.DWG

POURED-IN-PLACE SYNTHETIC SAFETY

SURFACING SUBSTRATE,

SEE DETAIL PSD SS-1

EPDM WEAR COURSE,

SEE DETAIL PSD SS-1

4" MINIMUM COMPACTED

AGGREGATE BASE, AT LEAST 95%

RELATIVE COMPACTION

SUBGRADE COMPACTED TO 90%

MINIMUM AND 95% MAXIMUM

RELATIVE COMPACTION

6" MIN., TYP.
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LOOSE FILL

SAFETY SURFACING @ EDGE PAVING
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VARIES, SEE PLANS
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APPROVED EQUAL

SLOPE TO

DRAIN

SLOPE TO

DRAIN

MINIMUM 2" FREEBOARD

@ PAVING EDGE

ADJACENT PLAY LOT CURBING
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NOTE:

1.    LOOSE FILL ALLOWED ONLY BY WRITTEN EXCEPTION FROM THE

CITY'S LANDSCAPE ARCHITECT. POURED IN PLACED SYNTHETIC

SURFACING IS THE CITY STANDARD FOR PLAY AREA CONSTRUCTION.

00  8"  

SCALE:  1 1/2" = 1'-0"
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